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‘“RANGEFINDER RAPIER”? STEEL SHAFTED CLUBS 
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“RANGEFINDER RAPIER” 
STEEL SHAFTED GOLF CLUBS 


WOODENS AND RUSTLESS IRONS 


“RANGEFINDER RAPIER” STEEL SHAFTED GO 
ILE 
CLUBS introduce a new era in club construction, just as the RUBBER 
Core revolutionized the golf ball industry. 


“ RANGEFINDER Rapier ” Shafts i igi 
to _“ RANGEFINDER Rapier ” Wagke. ead nan Boos ep ae 
efficiently as a blade to a safety razor. The detachment of the sha from 
the head is just as easily accomplished. A child can do it. 
A CLUB can be purchased complete; or 
A GRIPPED SHAFT separately (in any length) ; or 
A WOODEN or IRON HEAD separately. 


- Jens peek of the two together can be done in a few seconds 


The interior of each socket 


Section view of Wood Head, 
showing the method of fixing 
a special metal sleeve,tapered 
and tapped or screwed to 
receive the “Rangefinder 
Rapier" Screw - threaded 
Detachable Steel Shaft. 


Section view of Iron Head 


is specially prepared, as shown above and tapered, tapped or sctewed to 
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receive the end of the shaft, which is screw threaded thus— 


<<< 


IMPORTANT 


It is not the screw threaded portions which ensure rigidity of 
connection between head and shaft, but the powerful frictional grip of 
the tapered shaft in the tapered socket. The screwed portions merely 
serve to DRAW TOGETHER or FORCE APART the tapered shaft 
and the internally tapered socket of the head. The terrific grip obtainable 
by means of tapered or coned surfaces is most easily grasped when it is 
realised that in ninety per cent. of all motor vehicles, including heavy 
lotties, the engine power is conveyed to the road wheels by means of a 
tapered or coned clutch. The expression “ slipping clutch” as applied 
to motors or automobiles means that the frictional grip between tapered 
or coned portions is temporarily imperfect. 


“ 


Every “RANGEFINDER Raper” CxiurcH is absolutely and 
PERMANENTLY POSITIVE. 


Before leaving the subject of the method we adopt of screwing the 
shaft into the socket we feel that this is so important that it is advisable 
to further emphasize the perfection of the joint between the shaft and 
the head. 


Tt has already been explained that it is the frictional grip of the 
tapered shaft in the tapered socket which ensures such rigidity of con- 
nection between head and shaft, but we do not think it is generally under- 
stood what a tremendous power is being exerted to bring those two 
tapered surfaces together so tightly that for all practical purposes a joint 
hardly exists. 
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To make it clear we may be pardoned for giving two illustrations 
of the power of a screw thread. Consider a locomotive that has gone 
off the rails, and the enormous weight which has to be lifted before it 
can be put back again. By what means is it raised? By means of screw 
jacks. The same thing applies to all motor cars that for any reason, 
punctures or otherwise, require to have one or more wheels lifted from the 
ground. Again a screw jack is employed. Now nearly everyone knows 
that a jack can be operated with practically no exertion, yet the tremendous 
power exerted by a sctew jack is easily observed. The thread on a 
“RANGEFINDER Raprer” Shaft being screwed into the tapped socket 
of a “ RANGEFINDER Rapier” Head is, in principle, employing the same 
power which raises a motor cat or locomotive. 


We may appear to have somewhat laboured this point, but we are 


anxious to make it clear beyond any shadow of doubt how perfectly, 
and securely and rigidly is the shaft drawn home into the head socket. 


READ CAREFULLY 


With “ RANGEFINDER Raprers ” it is NOT a case of one shaft and 
a pocketful of heads. That idea is absurd. You have a kit of Clubs 
like any other, but “ RANGEFINDER Raprer” Shafts and Heads, being 
all interchangeable and instantly attachable and detachable, you can in a 
moment experiment with your own Clubs with a view to finding out 
what length of Club best suits your game. 
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ATTACHING SHAFTS TO IRON HEADS 
RIGHT-HANDED PLAYERS. 

For right-handed players Shafts and Heads ate left-hand threaded. 
Screw the shaft into the head socket, TURNING SHAFT TO THE 
LEFT, then place the club head between the shoes and thoroughly 
tighten. . DETACHING shaft from head. Place the head between 
the shoes, as illustrated, and TURN THE SHAFT TO THE RIGHT. 


ATTACHING SHAFT TO 
HEAD—. 
LEFT-HANDED PLAYERS. 


For left-handed players Shafts and 
Heads are right-hand threaded. Screw 
the shaft into the head socket, TURN- 
ING SHAFT TO THE RIGHT, then 
place the club head between the shoes 
and thoroughly tighten. 


DETACHING shaft from head. 
Place the head between the shoes, as 
illustrated, and TURN THE SHAFT 
TO THE LEFT. 


ATTACHING SHAFTS 
TO WOODEN HEADS 


While an Iron head can be firmly held 
between the shoes as described and 
illustrated, and a powerful turning 
movement can be applied to the shaft 
by the hands, a similar method is not 
advocated to attach “ Raprer”’ shafts 
to Wooden heads for the following 
two reasons :— A wee Kiltie can do it. 
(1) The formation of the Wooden heads is such that there is difficulty 
in getting a secure grip between the shoes. 
(2) The fine finish of the Wooden heads is apt to be marked or 
destroyed through contact with the shoes. 
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PROCEDURE.—FOR RIGHT-HANDED PLAYERS. 


ATTACHING SHAFT TO HEAD.—Shafts and Wooden Heads 
are left-hand threaded. Hold the head with the left hand and with the 
tight on the grip, screw the shaft into the head socket, TURNING 
SHAFT TO THE LEFT, until thoroughly tight. 


DETACHING SHAFT FROM HEAD.—Reverse the process, 
TURNING SHAFT TO THE RIGHT. ‘That sounds easy, but the 
fit between tapered shaft and tapered socket is so perfect that it may be 
found necessary to ask a friend to hold the head of the club while you, 


with a two-handed grip on the shaft, release it, remembering always to 


turn to the right. 


FOR LEFT-HANDED PLAYERS. 


ATTACHING SHAFT TO HEAD.—Shafts and Wooden Heads 
are right-hand threaded. Hold the head with the right hand and with 
the left on the grip, sctew the shaft into the head socket, TURNING 
SHAFT TO THE RIGHT, until thoroughly tight. 


DETACHING SHAFT FROM HEAD.—Reverse the process, 
TURNING SHAFT TO THE LEFT. The union between shaft and 
tapered sleeve in the head is so perfect that it may be found necessary 
to effect disengagement, to ask a friend to hold the wooden head 


while you, with a two-handed grip on the shaft, release it, turning 
shaft to the left. 


WOODEN CLUBS. 


In giving the fractional final turn in tightening, or the preliminary 
turn in disengaging the shaft from the head, any squeak or creaking 
sound which may be heard is due simply to the dry friction between the 
metal shaft and metal socket, and is to be disregarded. 


CARE OF CLUBS. 
“RANGEFINDER RAPIER” RUSTLESS IRON HEADS. 


Tron Heads should not be touched with emery paper. An occasional cleaning 
with any good metal polish is sufficient to maintain their fine finish. 


“ RANGEFINDER RAPIER” STEEL SHAFTS SHOULD NOT BE CLEANED 
WITH METAL POLISH. 


An occasional rub with a vaselined or slightly oiled rag is all that is required to 
remove dirt or damp. Then dry thoroughly with clean cloth. 
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CLUB LENGTHS 


WOODENS RUSTLESS IRONS 


Shaft Club Shaft Club 
Length Making Length Length Making Length 


37y | 27} 


- - SHAFT LENGTH--- - 
CLUB LENGTH FROM HEEL TO TOP OF GRIP----------------% 


Same ee ese eee 


373” 
38)” 


WHEN ORDERING 
The length stamped in inches at the top end of the shaft is the Club 
length—the actual shaft length being 13” shorter in the case of TRONS 
and 2” shorter in the case of WOODENS. 
Pow always when ordering specify CLUB LENGTHS, and in ordering Shafts only, 
specify particularly whether Woods or Irons. 
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RECOMMENDED LENGTHS 
“ RANGEFINDER RAPIER ” | ; (nt hs) 


STEEL SHAFTED 


WOODEN AND RUSTLESS IRON CLUBS 


While many golfers know exactly what length of Club is RIGHT 
FOR THEM, there are others less fortunate, and it may assist those 
players if the designer of “ RANGEFINDER Rapier” Cxuss gives his 
recommendations, which are as follows :— 


= 
= 
= 
— 
— 
— 
— 
— 
= 
— 
— 
= 
= 
= 
— 
— 


WOODS. Inches. 
DRIVER, ie tis aa ene PPE 42 
BRASSIE, ... See ee eg Sez 42 
SPOON, wes ae we ia ete 40 
BAFFY, wise we wits its see 40 

IRONS. 

No. 1 IRON, aa at au on 38 
No. 2 IRON, on Ee om ite 38 
No. 3 IRON, an ata a aa 37 
No. 4 IRON, one ats ee ae 36 
JIGGER, sa sas se aie sn 36 
MASHIE, ... cin ae ao ee 35 
MASHIE NIBLICK, Bie ae sy 35 
NIBLICK, ... ais vee oh ay 35 
CLEEK PUTTER, a won tan 31 
SPECIAL IRONS. 
“ SKELPIE ”’ IRON, a or we 37 
“BIRDIE ’’ IRON, ei ave is 34 
“TOMTHUM ” IRON, ... we aie 29 
‘““SPEUG ”’? MASHIE, ... we ve 333 
“BUNNY” PUTTER, :.. rc sabe 30 


Norr.—Unless clearly instructed by a customer when ordering, 
the above lengths and medium weight will be supplied. 

N.B.—On no account should the length of the “ TomThum” Iron 
exceed 29", otherwise the purpose for which the Club is designed 
will be defeated. 
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WOOD HEADS 


COLOUR—DARK CHESTNUT, 
BLACK BAND WITH TRADE 
MARK STAMPED IN GOLD. 
FITTED WITH SPECIAL 
METAL SLEEVE. 


See page 2. 


Brass Sole Plates, 
as illustrated, are 
fitted to all Drivers, 
Brassies, Spoons 
and Baffies. 


DRIVER 


DRIVER 
WEIGHTS 


WOODEN HEADS ARE MADE 
IN THREE WEIGHTS 
LIGHT 
MEDIUM 
HEAVY 
WEIGHTS 


WOODEN HEADS ARE MADE 
IN THREE WEIGHTS 
LIGHT 
MEDIUM 

HEAVY 


BRASSIE 


” « RANGEFINDER RAPIER” STEEL SHAFTED CLUBS 


COUT TO LEO EE E e 


These Heads are made for use ONLY with 
“Rangefinder Rapier” Detachable Screw-threaded. Shafts. 


‘The Joint between RUSTLESS Iron Head and Shaft is AIR TIGHT 
and WATER TIGHT making corrosion impossible. 


: 


No. 3. IRON 


. MASHIE NIBLICK No. 8. NIBLICK No. 11. ‘‘ SKELPIE ’? IRON 
See description page 16 
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These Heads ate made for use with 
“Rangefinder Rapier” Detachable Screw-threaded Kafts. 
way 28 


\ 3x 


. 7 \ ie 
Iron Heads are made in three weights—Licur, Meprum, ‘HEAvy. 
——— 


p a 


No. 4. IRON No. 5. ‘‘BIRDIE’’ IRON No. 6. MASHIE 
See description page 16 


No. 12. ‘‘SPEUG’’ MASHIE No. 13. JIGGER No. 14. ‘‘TOMTHUM "’ IRON 
See description page 16 See description page 15 
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RUSTLESS IRON PUTTERS 


Registered 
TRADE MARK 


is 


“BUNNY.” 

No. 9. 

THE 
“ BUNNY ” 


PUTTER 


The search for the Putter that will sink one and every putt still goes 
on. The “ Bunny” Putter more neatly approaches this ideal than any 
other yet produced. The weight of the head literally prevents a player 
from snatching or stabbing. ‘To do either one or the other with the 
“ Bunny ” Putter is very neatly a physical impossibility. 


No. 10. 


CLEEK PUTTER 


THE IDEAL PUTTING CLEEK 
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THE “TOMTHUM ”4RON 
cae, 


*, 


a 


Regd. 
(TRADE MARK) 


THE STROKE SAVER Ne 


How many strokes are frittered away, ten, twenty, 
or thirty yards from the green? Thousands of golfers, 
day in and day out, round after round, having just 
holed a six, look backwards to the far distant 
teeing ground and exclaim savagely: “Isn't it 
BD: g.jst we cat, two to practically the edge of the 
green and then FOUR MORE to hole out—SIX !!1 ! 


Or, again, nearly everyone knows the elderly man 
who carties only a battered old Brassie Driver, a Mid 
Iron, a little mongrel approach Iron, and any old 
Putter, who never appears to get any great distance but 
keeps plugging down the middle—no duffed shots 
and ALWAYS on the line—and who, as often as not, 
leaves you a nasty three or four yatder to get down 
for a half. You are exasperated and then suspicious 
that his counting of strokes is not quite accurate, so 
you begin to check his every shot, but his counting 
is right enough. You easily outdrove him; your 
second was a scteamer, but HIS third or fourth was 
laid a foot from the pin. The old chap’s accurate 
third or fourth shot has neutralised all your fine 
driving and long iron play. If he would only break 


or lose that mongrel approach iron ! “TOMTHUM ” IRON 


The “ TOMTHUM ” is a scientific reproduction of the best points 
of all those “ confounded wee mongrel irons.” From ten, twenty, thirty 
yards off the green the “ TOMTHUM” gets the ball to the hole side— 


worth strokes a round. 
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SPECIAL MODELS 


f 
| parewren 
crn areas praise 
Garciesecsrcneatt (g 
Saaanraa tae 


THE “BIRDIE” IRON 


Unequalled for the long Running 
Approach, and for use instead of the 
Mashie when playing against a strong 
wind. 


THE IDEAL APPROACHING IRON. 


(Regd. Trade Mark) 
(SPARROW) 


THE 
*“SKELPIE” 


(Regd. Trade Mark) 


IRON 


For 
Long Low 
Push Shot. 


Regd SS Trave Mark 


THE “SPEUG” MASHIE 


Does your Mashie ever let you 
down? The “SPEUG” Mashie for 
accuracy and consistency in the short 
.game is unbeatable. It is so designed 
and constructed that the idea that you 
won’t properly hit the ball never enters 
yout ‘head. 


Your whole attention is free to 
concentrate on one point, fe, the 
sttength of the shot. 
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“RANGEFINDER RAPIER” PATENTED 
STEEL SHAFTED “ MATCHLESS” SET OF 


3 WOODENS 
DRIVER—BRASSIE—SPOON. 


Packed complete in Sealed 
Box as illustrated above. 


All Woodens made in three weights. 
LIGHT — MEDIUM — HEAVY. 


Men’s Ladies’ 


Club Length | Club Length 


DRIVER | 


BRASSIE 


SPOON 


Spoon Brassie 


Driver 


“RANGEFINDER RAPIER” PATENTED ‘ 
‘ “RANGEFINDER RAPIER” PATENTED 
STEEL SHAFTED “ MATCHLESS” SET OF STEEL SHAFTED “MATCHLESS” SET OF 
: | 
IRONS IRONS 
Packed complete Packed complete 
in in 
Sealed Box, Sealed Box, 
as as 
illustrated above illustrated above 
+ 
‘ 
jsromThum”| | Mashie ns ae ——| “TomThum” i “Birdie” No.4 No.3 |‘‘Skelpie”| 
Toren | Nibtick | Nibiee | Mashie “Tiron” | No. 4. | No. 3. | No. 2.| No. 1. TomiDoant") Brome | Beasts, | tear |e iron | Tron 
29" | as” | 35" | 35” | 34” | a6” | 37” | 38” | a8" "35" | 38” 3A” 


Made in three weights. LIGHT—MEDIUM—HEAVY. 


Made in three weights. LIGHT—MEDIUM—HEAVY. 
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“RANGEFINDER RAPIER” PATENTED 
STEEL SHAFTED “ MATCHLESS” SET OF 


5 RUSTLESS 
IRONS 


Packed complete 
in 
Sealed Box 
as 
illustrated above. 


Tue IpEAL SET 
FOR LADIEs. 


“TomThum” | Mashie 
iron. Niblick. Mashie. [No.4 tron No. 3 Iron. 


29” 35” 35” | 36” 37” 


Made in three weights. LIGHT—MEDIUM—HEAVY. 
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LADIES’ GOLF CLUBS 


WHAT WEIGHT AND LENGTH ? 


We are often asked “Do you make Ladies’ Clubs?” The lady of to-day is an 
athlete, and, while such articles as a lady’s glove, a lady’s shoe, or a lady’s cycle remain 
unmistakenly feminine, what is there about a lady’s golf Club to make it distinctly 
different from that made for a man? We can imagine the immediate answer—“ Oh! 
It is EVER so much lighter in weight.” Is this, however, an accepted or an 
investigated fact ? If it really is the case that a lady uses Clubs EVER so much lighter 
in weight than men do, then we assert that she is severely and unfairly handicapping 
herself. The following incident gives support to this contention. 


A certain girl who had become a good average player could not progress further, 
try as she might, and, thinking it might be her clubs, asked a man cousin, a good golfer, 
to play a round with them— and tell me what you think.” “ Righto,” said the 
obliging relative. He returned from the experiment, threw the clubs down, saying 
as he sank into a chair, “ Burn the dashed things. I never felt so exhausted in my life. 
I have been round the course and all the way have had to slog like Gilbert Jessop. 
There is no BEEF in the bally things and I had to BIFF every ball or I would never 
have got home.” There we are. This breezy lad was speaking with the wisdom of 
Solomon himself; there being no BEEF in the clubs he had to BIFF himself into a 
state of exhaustion, as the clubs could not do their share of the work. 


If golfers played with a 16 Ib. hammer, we could understand a lady asking for a 
nice little one, but the average weight of a club is much less than 1 Ib., and as there are 
three weights, light, medium and heavy, to choose from, we simply cannot see that we 
would be doing ladies an honest service by further reducing the weight of a club head— 
taking the BEEF out of it—and stamping it “‘ Lady’s Weight.” Ladies, therefore, in 
our well considered judgment can confidently use standard weight golf clubs, quite 
erroneously termed “ Men’s Clubs.” In using the term “ Standard Weight ” we mean 
that range of weights embraced by the three classifications—light, medium and heavy, 
light being in this case merely a relative term. 

Regarding the length of club, we generally recommend out standard lengths of 
Irons but having the Driver and Brassie 41 in., and the Spoon and Baffy 39 in. long. 

The foregoing is not written for the benefit of star lady golfers, who know what 
clubs to use and how to use them. The best of them have put up performances which 


only the leading men amateurs can equal. Among out lady customers ate a number of 
British International players and they NEVER mention the term “ Ladies’ Clubs.” 
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PRICES 
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WOODEN CLUBS, complete, 

WOODEN HEADS, . . . 
SHAFTS, gripped ready for use, 
RUSTLESS IRONS, complete, . 
IRON HEADS, . ... . 
SHAFTS, gripped ready for use, 


“ MATCHLESS ” SETS—See pages 
Set, 3 Woods, 


| aes $ I Set, 9 Irons, 
| ies? | 88 7 
l Ladies | Ses, 


‘‘ Rangefinder Rapier’’ Steel Shafted Golf Clubs 


25 /- each. 
T2/6 5, 
21/- each. 
10/6 
10/6 ,, 
£3 15s. od. 
£9 9s. od. 
£7 7s. od. 
£5 5s. od. 


1 WOODEN CLUBS, . 
| RUSTLESS IRONS, 
My “ MATCHLESS ” SETS— 


Set, 3 Woods, 
| Set, 9 Irons, 


Wt ‘“*Rangefinder’’ Hickory Shafted Golf Clubs 


£3 3s. od 
£9 98. od 


il receipt of List Price. 
iI 
GUARANTEE. 


in construction or material. 


defect is due to accident or abuse. 
Any /egitimate claim will be met without discussion. 
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| Golfers are requested to order Clubs through Professionals or Sports Dealers. 
| Where this is not possible, Clubs will be carefully selected, and sent direct upon 


| We guarantee to replace, free of charge, any Club which shows any defect 


| Clubs cannot be replaced or repaired under the guarantee, if the breakage or 


“ RANGEFINDER RAPIER” RUSTLESS IRON HEADS IN THE MAKING. 


*” Rustless Head is made from a Bar 


‘‘Rangefinder Rapier 
THE FORGE. Every é B metal running continuously through 


which is suitably bent to ensure the grain of the 
the Club Head. 


BRINNELL TESTING 


Every forging is given 
the most exacting test 
to ensure that only 
perfect material shall 
go forward in pro- 
duction. 


HEAT TREATMENT. GAUGING AND TESTING. Every Finished ‘‘ Rangefinder Rapier ’’ Head has to pass 
the most exhaustive gauging tests before being passed on to 


Nee Tf 


MACHINING ‘‘RANGEFINDER RAPIER’? HEADS. View of the Machine Shop 
where Boring, Tapering and Tapping of the Socket is done, also Grinding and Buffing. 
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THE MANUFACTURE OF 
*“RANGEFINDER RAPIER” STEEL SHAFTS 


British Engineers produce the perfect tubular steel shaft. The 


“ APOLLO ” Steel Shaft which is used exclusively in the manufacture 


of “ RANGEFINDER Rapier ” Patent Stee! Shafted Golf Clubs is made by 


the largest and most famous makers of Weldless Steel Tubes in the world, 


a British Company with unrivalled experience in the production of super 


grade tubes for aircraft, and for those tubular parts of most British Motor 


Cars where invulnerability is a vital necessity. 


In the making of each shaft there are over eighty operations and with 


the continual checking and testing only the fit—the very fit—survive, so 


that every “ RANGEFINDER Raprer” Steel Shaft is guaranteed one hundred 


per cent. perfection. 5 
2 


STRAIGHTENING. 
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Every “ RANGEFINDER Rapier ” STEEL SHAFT gripped and completely 
finished has to pass the critical examination of our Club Shop Manager, 
Mr. Robert Neilson, for thirty years Club-maker and Professional at 
Musselburgh, Scotland ; and “ Bob” Neilson IS Critical. His never- 
ending daily injunction to all concerned is that every job must be 


“FIT FOR ROYALTY.” 


HUUUNU AUG DEO NTO ALCO UAL EN DEA AEE ASE UUU TEU SE EU OE TEPER EU EN EU AEA 
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‘*RANGEFINDER RAPIER”? STEEL SHAFTED CLUBS 


ON MERCHANDISING 


Before explaining our very earnest efforts to ensure that 
“ RANGEFINDER Rapier ’? GOLF Cruss should reach the public in the 
most perfect condition, we may be permitted to refer for a moment to 


merchandising in general. 


The whole modern trend of efficient marketing is to do everything 
that can be done to ensure goods reaching the public in an absolutely 
unsoiled condition. Certain classes of goods obviously cannot be put 
into sealed packages, but wherever possible a truly efficient 
manufacturer makes use of sealed boxes or containers. 


Take Golf Balls. Each Ball is in its own sealed wrapper. If the 
seals were broken and the wrappers thrown away, and the Golf Balls 
were exposed for sale wholly unprotected, the paint-work would be 
tarnished, and the balls would suffer deterioration in different ways. 
In any case the Buyer would not have that pleasant feeling in 
taking a new ball out of its wrapper, and finding it fresh and dazzlingly 
white when he comes to use it. 


There is always a feeling of personal satisfaction in purchasing 
goods which, from the moment of manufacture, have been preserved from 
outside contact. Until now the marketing of Golf Clubs in this manner 
has not been practical politics, for the simple reason that no two Hickory 
Shafts are alike either in feel or in appearance. A Golfer might handle 
many clubs before arriving at a final choice; it was a difficult thing to 
keep Clubs from being more or less soiled, and again a player on finally 


SUPPLIED IN THREE 
MEDIUM 


WEIGHTS 


HEAVY 


30 31 
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ON MERCHANDISING—Continued. 


getting hold of the very Club he was looking for, might decide that it 
was so much too short, or too long in the shaft, and it had to be altered 
to suit him. Who was paying for that alteration? Did the customer, 
having paid the full retail price, pay the extra, or did the professional 
or dealer carry out the alteration gratis, and so reduce his profit ? 
Obviously somebody was going to lose money, and further, the buyer 
might want to take the Club away with him there and then, and could 
not wait until the length had been altered. 


The enormous marketing advantages made possible by the 
introduction of the “ RANGEFINDER Raprer” assembly system have 
completely abolished such expense and delay. How is this done? 
With the advent of steel, what hitherto was regarded as impossible has 
now been made easy. Steel Shafts are so scientifically produced that a 
player having handled one can be as certain of getting a duplicate, as he 
can be sure of getting any recognised make of Golf Ball out of a sealed 
wrapper. 


“RANGEFINDER Raprer” RustiEss IRON and Woopen Heaps are 
also so accurately made that, as in the case of the Golf Ball, a buyer can 
depend on getting what he is looking for. Every Head, of iron or wood, 
is made conforming to the most exacting gauges and tests, and in three 
weights—light, medium and heavy. Each Head is then packed in a 
sealed box specially coloured according to the model and weight, and 
each “ RANGEFINDER Raprer” Steel Shaft is placed in a sealed container 
with the length of that particular shaft clearly marked on the container. 
Since shaft and head can be positively fixed together in a few seconds, a 
Golfer is now in a position to buy and receive instantly Clubs in an 
unsoiled condition, of the correct weight, and to the exact length desired. 


‘*RANGEFINDER RAPIER” STEEL SHAFTED CLUBS 
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METHOD OF MARKETING 
AND PACKING OF SHAFTS 
GRIPPED STEEL SHAFTS 
complete, ready for use, are 
packed separately in strong 
Containers, printed in dis- 
tinctive colours, as illustrated. 
RED ror Ricur Hanp 
WoopeEns. 
BLUE ror Lerr Hanp 
WoopENs. 
GREEN ror Ricur Hanp 
Trons. 
F ORANGE ror Lerr Hanp 
Trons. 
The Club length is clearly 
marked on the top end of 
each Container. 
See Table of Lengths, page 7. 
CoLoureED {BANDs oN 
SHAFTS DENOTE WHETHER 
FOR Woop or IRoN 
RicHr or Lerr Hanp. 


‘“RANGEFINDER RAPIER” STEEL SHAFTED CLUBS eee ‘““RANGEFINDER RAPIER”? STEEL SHAFTED CLUBS 
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ON MERCHANDISING—Continued. THE “RANGEFINDER RAPIER ” 


BROKEN STEEL SHAFT EXTRACTOR 
(Patents applied for). 


From the point of view of the Professional or Dealer, “ RANGEFINDER 
Rarer” Heaps and Swarts can be stocked in the most efficient and 
compact manner possible, with deterioration in stock completely 
eliminated. Quicker service can be given to the public, as immediately 
a buyer says what he wants, the goods can be handed to him already 
packed, ready to take away. Ninety-five per cent. of the parcelling and 
time wasting which has hitherto been necessary is dispensed with, thus 
saving the time alike of public and dealer. 


We know that our efforts to advance the marketing conditions 
of “RANGEFINDER Rapier” Sree, SHaFTED Gorr Cxups are 
appreciated, not only in the home country, but also by our friends 
in the Colonies and abroad where it has already been recognised that 
actual handling and selling have been rendered much easier, more 
pleasant, and more profitable than formerly. Considerable saving has 
also been effected in packing and freight charges. 


We have been asked what happens if a steel shaft should break. Can the stump 
or end of the broken shaft be easily removed from the socket of the head. We are not 
going to be foolish and say that our shafts never break. A shaft may get broken, not 
necessarily in play at all. Should a “ RANGEFINDER Rapier” Shaft be broken, the 
stump or end of the shaft remaining in the head socket can be removed in a few seconds 
by using one of our Extractors. Packed in a Box are four Extractors for use with 
““RANGEFINDER Rapier” Steel Shafted Clubs, Woodens and Irons, right hand and 
left hand, and each Extractor is given a number showing for which club the particular 
Extractor is designed. The numbers are as follows :— 


(1) Right Hand Wooden Clubs. 
(2) Left Hand Wooden Clubs. 
(3) Right Hand Irons. 
(4) Left Hand Irons. 
A Professional or Dealer possessing a ‘“‘RANGEFINDER RAPIER” set of Shaft 
Extractors can deal INSTANTLY with any breakage and replacement. Those Extractors 
are designed and manufactured solely for use with “ RANGEFINDER RaprEr ” Clubs, 


‘““RANGEFINDER RAPIER” STEEL SHAFTED CLUBS 
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“RAPIER ” THRUSTS 


The following hints are not intended for back markers. 


(1) Take care of your Clubs. Ragged Grips and dirty Irons are not 
conducive to good golf. 


(2) Occasionally clean the faces of your Wooden Clubs, using a 
nail brush, soap and water, and then dry the heads thoroughly. 


(3) Use a Caddy Bag with a ring 6% ins. to 8 ins. diameter. Forcing 
Clubs into a narrow bag tears and destroys the Grips. 


(4) Good Calf Skin Grips are maintained in good condition by the 
occasional use of Castor Oil. Three or four drops are sufficient and it 
should be well rubbed into the Grip with the palm of the hand. 


(5) Carry in the ball pocket of your Caddy Bag a pair of thin cotton 
Gloves. Their use gives a secure grip in wet weather. 


(6) Single Club practice is invaluable. 

(7) When in difficulties sake the shortest way out. 
(8) Think ahead and try to place your shot. 
(9) Plain, straight golf beats all other kinds. 


(10) The average player should use a large ball, particularly so on 
inland courses. 


(11) Use a clean, white ball. It is easier to hit and easier to find 
when lost. 


(12) Don’t carry useless Clubs. 


(13) The player who carties a few good Clubs is invariably the 
difficult man to beat and his bag is not nearly so heavy to carry as the 
other fellow’s. 


(14) The tight Club can always do its work easily. 
(15) Never bully an Iron Club. 


‘*RANGEFINDER RAPIER”? STEEL SHAFTED CLUBS 
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“RAPIER” THRUSTS—Continued. 


(16) Do not ask a Club to do another Club’s job. It cannot do it. 


(17) Allow a certain percentage of proficiency to each of your Clubs 
and go in for solo practice with the weak member of the team. Keeping 
on doing it will win medals. 


(18) Carrying too many Clubs of the same power leads to confusion 
and indecision. 


(19) Visualise each shot. 


(20) The best way to get out of a bad position is not to get into it. 
So look ahead. 


(2r) Try to hit the ball down, not up. 


(22) If you are socketting or shanking with your Mashie or Mashie 
Niblick, try an experimental knock or two, having the back of the left 
hand uppermost and not at the side of the shaft with the knuckles towards 
the green. It may feel uncomfortable at first, but it gives the best results 
in using these two Clubs. 


(23) Don’t be afraid of your Putter. Once on the green putt to hole 
out no matter how far you are from the hole and hit firmly. The hole 
won't come to you. 


(24) The average player is advised to use Clubs with a fairly long 
face. The big face induces confidence, and confidence is half the battle. 


(25) In comparison to accurate hitting of the ball, length is of no 
importance. 


(26) Length can only be obtained by hard hitting, and you cannot 
afford to hit hard until you can hit accurately. 


(27) The great secret of hard, accurate hitting is control of the Club 
Head. The average player can more easily obtain this control by using 
Clubs rather short than long. That is the reason why so many players 
who lack confidence in the use of the Driver and Brassie are successful 
with and particularly fond of the Spoon. Think that one over. 


‘““RANGEFINDER”’ HICKORY SHAFTED GOLF CLUBS ‘“RANGEFINDER RAPIER”? STEEL SHAFTED CLUBS 
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“ RANGEFINDER”’ ITALY 
HICKORY SHAFTED PER ATTACCARE L'ASTA ALLE TESTE DI FERRO. 


GIOCATORI MANDESTRI. 
GOLF CLUBS 


Per giocatori mandestri, le aste e le teste hanno il filo girato verso sinistra. _Invitare I'asta nell’impanatura della 
testa GIRANDO L’ASTA A SINISTRA, poi, tenendo la testa della mazza tra i piedi, invitare strettamente. PER 
STACCARE I'asta : Tenendo la testa della mazza tra i piedi (vedi ill. pagina 5). GIRARE L'ASTA A DESTRA. 
PER ATTACCARE L’ASTA ALLE TESTE DI LEGNO. 

PROCEDIMENTO: PER GIOCATORI MANDESTRI. 


= : PER ATTACCARE L’ASTA ALLA TESTA. Aste e teste in legno hanno il filo girato verso 
WOODENS RUSTLESS IRONS sinistra. Tenendo l’asta con la mano sinistra e con la destra sull'impugnatura, invitare l'asta nella impanatura, 
girando l'asta a sinistra fino al massimo. 


PER STACCARE L'ASTA DELLA TESTA: Procedimento opposto. 
PER GIOCATORI MANCINI. Rovesciate il procedimento descritto per giocatori mandestri. 


CURA DELLE MAZZE. 


5 Le TESTE DI FERRO INOSSIDABILE “ RANGEFINDER RAPIER” non si debbono toccare con carta 
Rarrer” Models. smerigliata. Una ripulitura ogni tanto con un buon lucidante liquido é sufficiente per conservare la rifinitura. 


Iron Blades and Wooden Heads exactly similar to ‘ RANGEFINDER 


“RANGEFINDER” CLUBS ate made in only the following LE ASTE DI ACCIAIO “RANGEFINDER RAPIER” NON DEBBONO 
standard lengths. PULIRSI CON LUCIDANTE LIQUIDO. 


WOODS Inches. Una frizione con un cencio leggermente impregnato d'olio o vasellina & quanto ci vuole per rimuovere sudicio 


od umidita, Asciugare bene con un cencio pulito. 
DRIVER, 42 


BRASSIE, 5 0s ese 42 PER ORDINAZIONI. 
SPOON, ie aes az aes 40 . 5 , Bae. F y 
BAFFY, — . % ma 40 La misura impressa in pollici in cima all’asta é la lunghezza della mazza. La lunghezza dell'asta essendo 


infatti 13 pollici pit corta nel caso di teste in ferro e 3 di pollice nel caso di teste in legno. 
TRONS. Nel dare ordini, si prega di specificare la lunghezza DELLE MAZZE, e nelle ordinazioni di sole aste, si prega 
No. 1 IRON, ... sy aia ans 38 di specificare se si vogliono per teste di legno o di ferro. 
No. 2 IRON, ... eae lea wae 38 


No.3 IRON, .. 0 5 00 eas 37 ESTRATTORI DI ASTE IN ACCIAIO “RANGEFINDER RAPIER” ROTTE. 
No. 4 IRON, ... ees as wen 36 (Si @ fatta per questo articolo domanda di brevetto). 


JIGGER, tee os ot ote 36 Cie stato spesso domandato che accade se un’asta in acciaio si rompe. E possibile rimuovere senza difficolta 
MASHIE, a as a wae 35 il pezzo di asta rotta dall'impanatura? Noi non abbiamo certo la pretasa di dire che le nostre aste non si rompono 
MASHIE NIBLICK, a aie 35 mai. Un’asta pud rompersi anche per ragioni indipendenti dal guioco. Qualora un'asta “ Rangefinder Rapier” 
NIBLICK 35 si rompa, il mozzicone o la fine dell'asta rimanente nell'impanatura puo esser rimossa in pochi secondi mediante uno 
, oe on wine “ve ai dei nostri Estrattori. In una scatola, vi sono quattro Estrattori da usarsi per mazze “ Rangefinder Rapier " con aste 
CLEEK PUTTER, ... wee oe di acciaio, fate di ferro e di legno, con filo a destra e a sinistra, ed ogni estrattore ha un numero indicante per quale 
mazza quel particolare estrattore é adatto. I numeri sono :— 
SPECIAL IRONS. ’ 
“ ” (1). Mazze con testa in legno mandestre. 
SKELPIE IRON, wile see 37 i nar 
“‘ BIRDIE ”’ IRON, ... aes ase 34 (2). Mazze con testa in legno sinistrorse. 
“ TOMTHUM ”’ IRON, ... aa 29 (3). Mazze con testa in ferro mandestre. 
““SPEUG” MASHIE, ... ... | (4). Mazze con testa in ferro sinistrorse. 
““BUNNY ” PUTTER, ... aS 30 


Un professionista o un commerciante in possesso di Estrattori “ Rangefinder Rapier,” puo effettuare qualsiasi 
riparazione o ricambio in pochi secondi. 


SPAIN 


PARA JUNTAR MANGOS A CABEZAS DE HIERRO. 
PARA JUGADORES DE LA MANO DERECHA. 


Para jugadores de la mana derecha los mangos y cabezas tienen los hilos de las roscas a la deerutieade. Tornillese 
el mango a la cuenca de la cabeza, VOLVIENDO EL MANGO HACIA LA IZQUIERDA, luego, pongase la 
cabeza del mazo entre los zapatos y aprietese & més no poder. PARA SEPARAR EL MANGO DE LA CABEZA: 
Reger la cabeza entre los zapatos, segiin la ilustracién en la pagina 5 y REVUELVASE EL MANGO HACIA LA 


PARA JUNTAR MANGOS A CABEZAS DE MADERA. 


PROCEDIMIENTO—PARA JUGADORES DE LA MANO DERECHA. 
PARA JUNTAR EL MANGO A LA CABEZA. Los mangos y las cabezas de madera tienen los hilos de la 


rosca a la izquierda, Sujetese la cabeza con la mano izquierda y con el pufio en la derecha tornillese el mango a la 
cuenca de la cabeza, revolviendolo a la izquierda, hasta que esté perfectamente apretado. 


PARA SEPARAR EL MANGO DE LA CABEZA. Hagase lo contrario. 
PARA JUGADORES DE LA MANO IZQUIERDA. 


Hagase lo contrario de lo que se ha descrito para los jugadores de la mano derecha. 


CUIDADO DE LOS MAZOS. 
Cabezas de HIERRO INOXIDABLES “RANGEFINDER RAPIER.” 


Las cabezas de hierro no deben limpiarse con papel de lija. Una limpieza de vez en cuando con un buen lustre 
liquido es suficiente para mantener su esmerado pulimento. 


LOS MANGOS DE ACERO “RANGEFINDER RAPIER'’ NO DEBEN 
LIMPIARSE CON LUSTRE LIQUIDO. 


Un frotamiento de cuando en cuando con un trapo engrasado con vaselina 6 un poco de aceite es todo lo que se 
necesita para eliminar suciedad 6 humedad. Luego sequese perfectamente con un pajfio limpio. 


AL HACER PEDIDOS. 


EI largo estampado en pulgadas a la cabeza del mango es el largo del mazo—el largo actual del mango es 13” 
mas corto para mazos con cabezas de hierro, y }” para los que tienen la cabeza de madera. 


Sirvanse, al hacer pedidos, especificar siempre el LARGO DE LOS MAZOS, y cuando se pidan solamente 


mangos, sirvanse especificar si son para cabezas de madera 6 de hierro. 


EXRACTORES para MANGOS pe ACERO ROTOS “ RANGEFINDER RAPIER.” 
(Se solicitan los patentes). 

Nos han preguntado lo que sucede si se rompe un mango de acero. Se puede quitar facilmente la punta 6 
tocén del mango roto de la cuenca de la Cabeza? No vamos a ser estupidos y decir que nuestros mangos no se 
rompen nunca. Un mango puede romperse—no es necesario que sea en jugando. Si un mango “ Rangefinder 
Rapier " se rompe, el tocén o punta que quede en la cuenca de la cabeza puede ser sacado en pocos segundos usando 
uno de nuestros Extractores. Empaquetados en una caja, hay cuatro Extractores para usarse con los Mazos de 
mango “ Rangefinder Rapier ” de acero, con cabezas de Madera y de Hierro para Ja mano diestra 6 izquierda, y 
cada extractor lleva un numero indicando para cual mazo el extractor respectivo esta entendido. 


Los numeros son los siguentes :— 
(1). Mazos con cabeza de madera para mano derecha. 
(2). Mazos con cabeza de madera para mano izquierda. 
(3). Mazos con cabeza de hierro para mano derecha. 
(4). Mazos con cabeza de hierro para mano izquierda. 


Un perito o comerciante que posee el juego “ RANGEFINDER RAPIER ” de Extractores de Mangos, puede 


contender instanta neamente con cualquier rotura y reemplazo. 


FRANCE 


FIXAGE DES MANCHES AUX TETES EN FER. 
JOUEURS DROITIERS. 

Pour les joueurs droitiers, les manches et les tétes sont filetées 4 gauche. Visser le manche dans la douille de 
la téte, EN FAISANT TOURNER LE MANCHE DE DROITE A GAUCHE, puis placer la téte du club entre 
les pieds et serrer 4 fond. Pour DETACHER le manche de la tate ; placer la téte entre les pieds, comme |'indique 
la figure page 5 et faire TOURNER LE MANCHE DE GAUCHE A DROITE. 


POUR FIXER LES MANCHES AUX TETES EN BOIS. 
PROCEDE—POUR LES JOUEURS DROITIERS. 
POUR FIXER LE MANCHE A LA TETE. Les manches et les tétes ont le pas de vis & gauche. Tenir la 


téte de la main droite et la poignée du manche de la main gauche, puis visser le manche dans la douille de la téte, 
en le faisant tourner de droite & gauche, jusqu’a ce qu’il soit serré a fond. 


POUR DETACHER LE MANCHE DE LA TETE. Faire l'opération inverse. 
POUR LES JOUEURS GAUCHERS. 


Faire inverse de l'opération décrite pour les joueurs droitiers. 


SOIN A PRENDRE DES CLUBS. 
TETES EN ACIER INOXYDABLE “RANGEFINDER RAPIER.” 


Les tétes en fer ne doivent pas étre passées au papier émeri. De temps a autre, un nettoyage au moyen d'un 
bon liquide a polir suffit a leur conserver leur excellent fini. 


LES MANCHES EN ACIER “RANGEFINDER RAPIER" NE DOIVENT PAS 
ETRE NETTOYES AVEC UN LIQUIDE A POLIR. 


Pour enlever la saleté ou la graisse, il suffit de les frotter de temps & autre avec un chiffon légérement enduit de 
vaseline ott d’huile. Ensuite bien les essuyer avec un chiffon propre. 


POUR LA COMMANDE. La longueur marquée en pouces a l'extrémité supérieure du manche est la longueur 
du “ Club "—la longueur actuelle du manche étant de un pouce trois-quarts moindre pour les “* Clubs " A TETE 
EN FER, et de trois-quarts de pouce moindre pour les “ Clubs " A TETE EN BOIS. 


Ala commande, spécifier toujours la longueur des “ Clubs" et quand on ne commande que des manches, 
spécifier si c'est pour des tétes en bois ott en fer. 


EXTRACTEUR pour MANCHES BRISES en ACIER “ RANGEFINDER RAPIER.” 
(En instance de Brevet). 
On nous a demandé ce qui arrivait quand un manche en acier se brisait. Est-ce que |'extrémité brisée du 
manche peut se retirer aisément de la douille de la téte? _ I] serait ridicule de prétendre que nos manches sont 
incassables. Un manche peut se briser—sans méme que cela arrive en jouant. 


Si un manche “ Rangefinder Rapier ” se brise, le bout qui reste dans la douille de la téte peut étre extrait en 
quelques secondes au moyen d'un de nos extracteurs. Quatre extracteurs sont emballés dans une boite. Ils sont 
spécialement destinés a étre employés pour les “ Clubs” 4 manche en acier “ Rangefinder Rapier ” a Tate en fer 
ou en bois, pour droitiers ou gauchers. Chaque extracteur est pourvu d'un numéro indiquant pour quel “ club” 
il doit servir. 

Les numéros sont les suivants :— 

(1). Clubs & Téte en bois pour droitiers. 
(2). Clubs a Téte en bois pour gauchers. 
(3). Clubs 4 Téte en fer pour droitiers. 
(4). Clubs @ Téte en fer pour gauchers. 

Tout professionnel ou tout marchand possédant un jeu d’extracteurs “ Rangefinder Rapier" est 4 méme de 

faire la réparation nécessaire. 


GERMANY 


BEFESTIGEN DER STIELE AN EISENKOPFE. 


FUR RECHTHANDIGE SPIELER. 

Fiir rechthandige Spieler sind die Stiele und Képfe linkshand gewunden. Den Stiel in die Kopfhélung 
einschrauben, INDEM DER STIEL NACH LINKS GEDREHT WIRD, dann den Kellenkopf zwischen die 
Fiisse stellen und tiichtig festmachen. ABNEHMEN des Stiels vom Kopf. Den Kopf zwischen die Fiisse stellen 
(wie auf Seite 5 dargestellt), und DEN STIEL NACH RECHTS DREHEN. 


BEFESTIGEN DES STIELS AN HOLZKOPFE. 


VERFAHREN FUR RECHTHANDIGE SPIELER. 

DEN STIEL AN DEN KOPF BEFESTIGEN.—Stiele und Holzképfe sind linkhand gewunden. Den 
Kopf mit der linken Hand halten und mit der rechten am Griff den Stiel in die Kopfhdhlung einschrauben indem 
der Stiel nach links gedreht wird, bis tiichtig befestigt. 


ABNEHMEN DES STIELS VOM KOPF.—Umegekehrt verfahren. 
FUR LINKHANDIGE SPIELER. 


Das Verfahren wie fiir rechthandige Spieler beschrieben, umkehren. 


BEHANDLUNG DER KELLEN. 
“RANGEFINDER RAPIER” ROSTLOSE EISENKOPFE. 


Eisenkipfe sollten nicht mit Schmirgelpapier in Beriihrung kommen. Ein gelegentliches Reinigen mit einer 
guten fliissigen Salbe geniigt um ihre feine Politur aufrechtzuerhalten. 


“RANGEFINDER RAPIER” STAHLSTIELE SOLLTEN NICHT MIT 
FLUSSIGER SALBE GEREINIGT WERDEN. 


Ein gelegentliches Reiben mit einem mit Vaselin oder leicht mit Oel beschmierten Lappen ist alles, was 
erforderlich ist, Schmutz oder Feuchtigkeit zu entfernen. Dann tiichtig mit einem reinen Tuch abreiben. 


BEIM BESTELLEN. 


Die in Zoll markierte Lange an dem oberen Ende des Stiels ist die Kellenlange die tatsichliche Linge ist 1}” 
kiirzer im Falle von Eisenképfen und 3” kiirzer im Falle von Holzképfen. 

Bitte beim Bestellen immer die Kellenlangen angeben zu wollen, und wenn nur Stiele bestellend, bitte anzugeben 
ob fiir Holz oder Eisenképfe. 


DIE “RANGEFINDER RAPIER" HERAUSZIEHER VON GEBROCHENEN 
STAHLSTIELEN. 


(Wir haben uns um ein Patent beworben). 


Wir sind gefragt worden, was geschehe wenn ein Stahlstiel brechen sollte. Kann der Stumpf oder das Ende 
des gebrochenen Stiels leicht aus der Héhlung des Kopfs entfernt werden? Wir werden nicht téricht sein und 
sagen, dass unsere Stiele niemals brechen. Ein Stiel kann zerbrechen, durchaus nicht notwendig beim Spiel. 
Sollte ein ‘ Rangefinder Rapier” Stiel zerbrechen, so kann der Stumpf oder das Ende des Stiels, das in der 
Kopfhéhlung geblieben, in einigen Sekunden durch Anwendung unserer Herauszieher entfernt werden. In einem 
kasten verpackt sind vier Herauszieher zur Anwendung bei “ Rangefinder Rapier" Kellen mit Stahlstielen fiir 
Holz-und Eisenképfe rechthandig und linkhandig, und jeder Herauszieher hat ee Nummer, die zeigt fiir welche 
Kelle jeder besondere Herauszieher bestimmt ist. 

Die Nummern sind wie folgend :— 

(1). Rechthindige Kellen mit Holzképf. 
(2). Linkhandige Kellen mit Holzképf. 
G3). Rechthandige Kellen mit Eisenkopf. 
(4). Linkhandige Kellen mit Eisenképf. 


Ein Fachmann oder ein Handler, der eine Sammlung von Stielherausziehern “ Rangefinder Rapier ” hat, 
kann sofort mit jedem Bruch oder Wiedereinsetzen zu Werke gehen. 
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JAPA N—continued. 
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WAR PEPEMG GL FZ HIG SO POLISH EAE CLR ROBE, 
RANGEFINDER RAPIER. 2S AZ 204 TAGE LAL IE OPK AG LAK 
Ph DB PBIR $b CRE — $025 7H, 
RAB OFE ZEEE FPIBL A pH IH TKIR = KMPER 
FRAG H ERLE RRR £8 NYA RA MAERAGHG AS 
RLb AES £46 34 HF 

RABE OF Ef EL, OD RAE = BIE GE he ap eeE4, BLED 
AGH HN £2 FH sb FL OA HAG. 
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CHIN A—continued. 


FRRANGEFINDER RAPIER BS@tP?2H = se R2BH/ABILE fe 
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E18 Sho BEL Fie LF? oF Oy hye TAKA) 2 ely kek, 
BILEISE & J2 8G 0 SEG SAP By BE He BEA A BARA OSH 
GEG -% 2 DEOL FBG) & te TEG | 
B SERBIA EG ILEAE, 
$ =FE RAAF AIBSE, 
® = 5% Bt FERSQ EK th, 
Hw 5%, AA FEL ER TEAR, 
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